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- Do not remove LUFp /ASILUFp /LULp modules if the product is in trip position.
- Ne pas retirer les modules LUFp /ASILUFp /LULp si le produit est en position trip.
- Entfernen Sie keine Baugruppen vom Typ LUFp /ASILUFp /LULp, wenn sich das Produkt in Auslösungsposition befindet.
- No retirar los módulos LUFp /ASILUFp /LULp si el producto se encuentra en posición activada (trip) 
- Non togliere i moduli LUFp /ASILUFp /LULp se il prodotto è in posizione di sblocco. 
- Запрещается снимать модули LUFp /ASILUFp /LULp, если изделие находится в положении отпускания (trip).
- LUF/ASILUF/LUL  

Combinations of ATSp01, LUALB1 and LUBp have a 100 kA SCCR at 460 V maximum.
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Ø5 mm
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Ø3 mm
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1,2 N.m
10.5 lb-in.

1...6 mm²
AWG 18...10
0,75...1,5 mm²
AWG 18...16

1...10 mm²
AWG 18...8
0,75...1,5 mm²
AWG 18...16

1,5...6 mm²
AWG 16...10
0,75...1,5 mm²
AWG 18...16

1...6 mm²
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0,75...1,5 mm²
AWG 18...16

2,5...10 mm²
AWG 14...8
0,75...1,5 mm²
AWG 18...16

1...6 mm²
AWG 18...10
0,34...1,5 mm²
AWG 22...16&LUFN
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Test trip thermal overload fault by energised LUCB, LUCC or LUCD / Test de déclenchement suite à une surcharge 
thermique par LUCB, LUCC ou LUCD alimenté / Auslösungstest aufgrund einer thermischen Überlast durch LUCB, 
LUCC oder LUCD, die mit Spannung versorgt werden / Test de disparo tras sobrecarga térmica por LUCB, LUCC o 
LUCD alimentado / Test di sblocco dopo sovraccarico termico tramite LUCB, LUCC o LUCD alimentato /
Проверить неисправность, связанную с тепловой перегрузкой, с помощью устройств LUCB, LUCC или LUCD.
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Self protected combination
motor controller when used
with adapter LU9SP0 or
GV1 G09.
当组建自保护起动器（UL5
08E类认证）需要使用相间

隔板 LU9SP0 或 GV1 G09. 

F

G

y 7 mm

LU9SP0

1 2


